For Safety —
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11.

Operate only with the instructot’s permission, after you
have received instruction, and successfully completed the
safety quiz

Remove jewelry, eliminate loose clothing, and confine
long hair

Make sure all guards are in place and operating correctly
Always wear proper eye protection

Make sure all adjustments are tight and secure, and the
blade guides are properly adjusted

Upper blade guides should be positioned about -g— in.

above the work piece

Guide the work slowly, letting the machine do the work.
Do not force the work into the blade

Do not attempt to cut a smaller radius than the blade will
allow

Avoid backing out of a cut

. Place hands or fingers on each side of the cut line; never

on the line. Use a scrap push block.
Never leave the machine until it has come to a full stop

AeS puey




Upper
Wheel

Cover

—ceere 3

Blade
Power
Switch

Blade
Guides

Blade

Tension

Variable
Speed

Gear
Selector

Lower
Wheel

Cover




Name:
Date:
AM / PM Year: 1 2 3

Safety Quiz

. The lower wheel does not require a guard

. The upper guide should be adjusted to

1. 1,
within Sin. of the work

. All normal adjustments should be made with
the power turned off

. It is permissible and safe to force the material
around a tight radius

. Fingers should be placed on each side of the
cut line and the material guided through the
machine

. When necessary, it is possible to back slowly
out a cut

Circle One
True | False

True | False
True | False

True | False

True | False

True | False
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Word Bank

Upper Wheel Cover
Lower Wheel Cover
Rear Blade Guard
Blade Guide(s)
Blade Tension
Blade
Blade Power Switch
Table
Variable Speed

Gear Selector
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